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April 3, 2014 
 
 
 
Chemung County Stormwater Coalition 
Attn: Mr. Jimmie Joe Carl, P.E. 
851 Chemung Street 
Horseheads, New York 14845 
 
Re: CR 64 Dandy Mini Mart and Fueling Station 
 Revised SWPPP Submission 
  
Dear Mr. Carl: 
 
Based on our conversation in your office in February 2014, we have revised the Engineering Plans 
and the Storm Water Pollution Prevention Plan report.  Please find a copy of each attached for 
your review and approval.  We have made the following modifications as was discussed: 
 

1. The entrances have been redesigned to provide 1. A consistent down grade from County 
Road 64, a minimum grade within the site of 5%, and inlets in the entrances over the 
existing storm culverts in order to reduce the amount of stormwater within the entrance 
area. 

2. The grading on the east side of the site has been modified to place the catch basin in that 
location into a sump condition. 

3. The inlet grate capacity calculations have been reviewed and revised in order to 
accurately reflect at-grade versus sump conditions. 

4. Hoods have been specified on pipes up to a diameter of 15” as requested.  The sump 
provided in each catch basin is shown to be 18”, with a minimum distance between the 
lowest point on the hood and the catch basin floor to be 12”. 

5. Detail 8/L8.2 has been modified to correct the orifice size and include a concrete apron. 

6. A trash rack detail has been included on the plans (Detail 8/L8.4). 

7. It has been confirmed with Crystalstreams that the Stormwater Treatment Unit is designed 
to withstand H-20 loading, including the grates and hatches. 

8. A clay core has been added to the infiltration basin at the spillway outlet in order to limit 
seepage through the berm during a storm event. 

9. The removal of an existing septic tank has been noted on the plans. 

10. The rip-rap aprons and spillways throughout the site have been reviewed to confirm rip-
rap size and thickness. 

11. The discharge velocities at the rip-rap aprons have been reviewed and confirmed to be 
appropriate.  The necessary calculations have been included in the SWPPP report. 

12. A stone berm has been included around the outlet structure of the Detention Basin in the 
erosion and sediment control phase of the project. 

13. The drainage area maps have been revised to correct the watershed labeling and to 
accurately reflect the drainage divides.  The SWPPP has been updated to reflect these 
minor changes as well. 

14. An operations and maintenance plan has been provided in the SWPPP.  The O&M plan 
includes language that limits snow storage within the Right-of Way. 



  CR 64 Dandy Mini Mart 
  March 18, 2014 
  Page 2 of 2 

 

 
If you would like additional information for your review or have any questions, please do not 
hesitate to contact me at 585-327-7950 ext. 243. 
 
Sincerely, 
 
HUNT ENGINEERS, ARCHITECTS & LAND SURVEYORS, PC 
 
 
 
Benjamin J. Gustafson, P.E. 
Associate Civil Engineer 
 
 
cc: Andy Avery, PE, Chemung County Highway Department 
 Tim Gilbert, Big Flats Code Enforcement Officer 
 Duane Phillips, Williams Oil and Propane 
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